


DETERGENTS
highly concentrated and made with non-butyl blend of ingredients formulated to provide non-caustic, low-foaming detergent for a 
broad range of uses on many surfaces. They are engineered specifically to be metered through hot- or  cold-water pressure washers 
with a high dilution ratio, making the cost-in-use very economical. Plus, our detergents are biodegradable.

1 Faster Results

Tested in the lab and in the field, to achieve results that are 3x faster 
than the original formula. With fast acting and efficient formulas, 
you’ll use less product - saving you both time and money.

2 More Effective

Utilizing cutting-edge technology and enhanced raw materials, Kärch-
er detergents deliver superior cleaning results in even the toughest 
environments. Designed for a higher tolerance for hard water—less 
detergent is needed to break down the dissolved calcium and 
magnesium salts, leading to a marked reduction in insoluble mineral 
deposits commonly associated with hard water.

3 Environmentally Friendly

With an eye on preserving our natural resources, we are proud to 
offer  a complete lineup of environmentally friendly detergents, many 
of which are phosphate-free. Rigorous testing has proven these new 
formulas to be effective while providing a sustainable solution for 
preventing the negative impacts often associated with runoff and 
providing you with peace of mind.



Auto Wash
Auto Wash is a blend of ingredients formulated to provide 
a low-foaming detergent for safe removal of dirt and grime 
found on most vehicles. It is formulated to reduce water 
spots caused by hard water leaving a higher shine than most 
products. Auto Wash can pass through a pressure washer 
without damaging the high-pressure pump and is safe to use 
on aluminum, stainless steel, glass, plastic, paint and fine 
automotive finishes.

Benefits

�

�

�

Fast, Effective Removal of Soil

Environmentally Friendly – Phosphate-Free

Leaves a Higher Shine - Reduced Water Spots

Dilution Ratio: 1:128, 5 gallons makes 655 gallons 

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:128 (1 oz. per gallon) dilution rate (pH 9.6 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat 
stubborn areas with a concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions 
(L x W x H) inches

Ship 
UPS

8.698-143.0 5 gal 48 lbs 12.5 x 12.5 x 15 Yes

8.698-144.0 55 gal 512 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: Purple

Scent: Slight Detergent

Foam 1-5: 1 = Low

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 10.2

pH at Use Dilution (1:128 Ratio): 9.6

Safety

HMIS Safety Rating: Health 1

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.004% California Consumer Products 
VOC at 1:128 ratio.



Building Interior/Exterior Cleaner
Building Interior/Exterior Cleaner is formulated to provide a low-
foaming detergent for safe removal of dirt and grime off a broad 
range of surfaces. It is formulated to pass through a pressure 
washer without damaging the high-pressure pump. Building 
Interior/Exterior Cleaner is safe to use on aluminum, stainless 
steel, glass, plastic, paint, stone and masonry surfaces. It is ideal 
for power washing around a home or shop, including exterior 
walls, decks, driveways, and roofs. This formula is phosphate-free 
and outperforms most competitive phosphate products.

Benefits

�

�

�

Saves Time and Resources

Environmentally Friendly – Phosphate-Free

Safe to Use on Most Surfaces

Dilution Ratio: 1:130,  5 gallons makes 655 gallons 

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down. 

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:130 dilution rate (pH 9.6 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with 
a concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.698-135.0 5 gal 48 Ib. 12.5 x 12.5 x 15 Yes

8.698-136.0 55 gal 512 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Purple

Scent: Slight Detergent

Foam 1-5: 1 = Low

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 10.2

pH at Use Dilution (1:128 Ratio): 9.6

Safety

HMIS Safety Rating: Health 1

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.004% California Consumer Products 
VOC at 1:128 ratio.



Chlorinated Degreaser
Chlorinated Degreaser removes fats, oils and greases typically 
found in food service and food processing establishments. Its 
chlorinated formula breaks down stubborn protein soils. This 
formula is safe on stainless steel, aluminum and painted surfaces.

Benefits

� Chlorinated Cleaner

� Works well on Protein Soil and Grease

� NSF Registered Category Code A1 for use in Federally 
Inspected Food Handling Areas

� Environmentally Friendly – Phosphate Free

Dilution Ratio: 1:60, 5 gallons makes 305 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, 
but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general purpose cleaning, 
meter one part of Chlorinated Degreaser with up to 60 parts of water (pH: 9.9 at dilution). For heavy duty cleaning, mix at 1:30. For best 
results, wash from bottom up and rinse from the top down. Rinse food contact surfaces thoroughly with potable water after cleaning.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-712.0 5 gal 48 lbs 12.5 x 12.5 x 15 Yes

9.803-716.0 55 gal 499 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: None

Scent: Slight Chlorine

Foam 1-5: 5 = High

Reaction in Hard Water 1-5: 4 = Good

pH at Full Strength: 12.3

pH at Use Dilution (1:60 Ratio): 9.9

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

NSF: Registered Category Code A1 for use in Federally Inspected Food 
Handling Areas. NSF Registration No. 154514. This product is acceptable for 
use as a general cleaner (A1) on all surfaces in and around food processing 
areas, where its use is not intended for direct food contact. Use of this 
product in food processing or handling facilities requires that all food 
products and packaging materials be removed or protected prior to product 
use. A potable water rinse of cleaned surfaces is required after use of this 
product. When used according to manufacturer’s instructions, the cleaner 
shall neither exhibit a noticeable odor nor leave a visible residue.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.05% California Consumer Products 
VOC at 1:30 dilution.



Coil Descaler
Coil Descaler quickly and safely removes hard water scale build-
up that robs the performance of your pressure washer.  Removing 
the build-up improves the water flow, heat transfer while reducing 
strain on the pump.

Benefits

� Saves Time

� Save Energy

� Reduce Equipment Service

� Environmentally Friendly – Phosphate-Free

Dilution Ratio: 1:16, 2 lb. makes 4 gallons.

Directions: INDUSTRIAL USE ONLY.  Read Safety Data Sheet 
thoroughly before using. Pre-mix 8 ounces of Coil Descaler per 
gallon of cool water (1:16) (pH: 1.0 at dilution). DO NOT USE 
HOT WATER. The dilution may be varied depending on the amount of scale build-up.  Mix in an acid-resistant container. Always add 
Coil Descaler to water, never the reverse.  Circulate liquid mixture through coils for 2 to 3 hours, then flush with fresh water for 
15 minutes.  Wear rubber gloves and goggles. DO NOT allow Coil Descaler to flow through the high-pressure pump. Do NOT use on 
aluminum or tin.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-742.0 case of 12 2 Ibs each 15.5 x 11 x 7.5 Yes

Technical Data

Color: White

Scent: Slight Detergent

Foam 1-5: 3 = Medium

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength (1% Solution): 1.48

pH at Use Dilution (1:16 Ratio): .98

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.



Concrete Cleaner
Concrete Cleaner is formulated to clean stone and concrete 
surfaces. It is effective in removing oil, grease, baked-on carbon, 
tar and asphalt from unfinished concrete floors, walls and grout. 
Concrete Cleaner is engineered to pass through a pressure washer 
without damaging the high-pressure pump. It is safe to use on 
aluminum, stainless steel, glass, plastic and painted surfaces. This 
formula is phosphate-free and outperforms most competitive 
phosphate products.

Benefits

 Removes Tough, Ground-in Soils

 Improves the Appearance of Building Walkways
 Environmentally Friendly – Phosphate Free

Dilution Ratio: 1:150, 5 gallons makes 755 gallons 

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down. 

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:150 dilution rate (pH 10.4 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with 
a concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-744.0 5 gal 51 lbs 12.5 x 12.5 x 15 Yes

9.803-784.0 55 gal 525 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: Yellow

Scent: Citrus

Foam 1-5: 5 = High

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 12.3

pH at Use Dilution (1:150 Ratio): 10.4

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.



Concrete Remover
Concrete Remover effectively removes concrete splatters and 
deposits from construction vehicles, equipment, tools and 
commercial surfaces. Not intended for use on fine automotive 
finishes. Always pre-test undiluted product in an inconspicuous 
area, to determine safety and suitability for the intended use.

Benefits

�

�

�

�

Save for Use on Most Painted Metal Surfaces

Save Time by Working Fast

Economical – Can be Diluted 1:1 for Fresh Light Splatters

Phosphate Free

Dilution Ratio: 1:1, 5 gallons makes 10 gallons 

To Apply: Spray diluted solution on surface and allow to 
penetrate, but not dry. Apply detergent from the bottom up and 
rinse from the top down. 

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. Do not pre-wet surfaces to be 
treated, as this will decrease the rate of concrete removal. Apply Concrete Remover undiluted to affected areas, using a pump sprayer 
or a soft chemical-resistant bristle brush. For fresh light splatters, dilute product 1:1 (pH 2.0 at dilution).  Allow 15 minutes dwell time 
for concrete to soften. Rinse surfaces thoroughly with fresh clean water. Use of a high pressure washer will assist with removal and 
rinsing. Allow all surfaces to dry before the re-treatment of any heavier concrete deposits.

Product Information 

Part No. Size
Gross 
weight 

Dimensions 
(L x W x H) inches

Ship 
UPS

8.698-139.0 5 gal 49 lbs 12.5 x 12.5 x 15 No

8.698-140.0 55 gal 516 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: Light Yellow

Scent: Sharp

Foam 1-5: 3 = Medium

Reaction in Hard Water 1-5: 3 = Average

pH at Full Strength: 2.16

pH at Use Dilution (1:150 Ratio): 2.0

Certifications

Kosher Certified: Use year round, not including Passover.

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.

For emergency spills call 1-800-535-5053, International 1-352-323-3500.



Fleet Aluminum Brightener
Fleet Aluminum Brightener is an extra-strength, acid-based, 
aluminum cleaner and brightener designed for non-polished 
aluminum tanks and trailers, aluminum wheels and for 
preparing aluminum for painting. Fleet Aluminum Brightener 
is effective in removing grease, oils, baked-on carbon and 
diesel smoke. This formula is low foaming..

Benefits

� Cleans and Brightens Aluminum

� Economical Dilution Rates

� Safer than Hydrofluoric Acid products

Dilution Ratio: 1:5 to 1:20, 5 gallons makes 105 gallons 

To Apply: DO NOT use on glass, polished aluminum or anodized 
aluminum. DO NOT use Fleet Aluminum Brightener through the 
high pressure pump. Use through a downstream injector only to prevent damage to the pump.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For heavy soils, mix

with water at a 1:5 dilution rate. For light soils, mix at 1:20 (pH 2.3 at dilution). Rapidly wet surface with diluted Fleet Aluminum 
Brightener and allow it to stand for a few minutes. Clean entire surface lightly with a pressure washer or brush, then rinse thoroughly 
with plenty of clean water.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-746.0 5 gal 52 lbs 12.5 x 12.5 x 15 No

9.803-747.0 55 gal 560 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: Light straw, clear

Scent: Sharp

Foam 1-5: 3 = Medium to 2= Low

Reaction in Hard Water 1-5: 2 = Fair

pH at Full Strength: Less than 1

pH at Use Dilution (1:20 Ratio): 2.3

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment D

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.2% California Consumer Products VOC 
at 1:5 ratio.



Fleet Degreaser
Fleet Degreaser is a highly concentrated degreaser designed 
for petroleum-based soils such as heavy deposits of oil, 
grease and dirt, as well as axle or fifth-wheel grease, 
hydraulic oils and diesel smoke stains. Fleet Degreaser 
is formulated to pass through a pressure washer without 
damaging the high-pressure pump and is, therefore, safe 
to use through a pressure washer. It is also safe to use 
on aluminum, stainless steel, glass, plastic and painted 
surfaces. Fleet Degreaser is phosphate-free and outperforms 
competitive phosphate formula products.

Benefits

� Reduces Labor

� Reduces Water and Fuel Usage

� Environmentally Friendly – Phosphate-Free

Dilution Ratio: 1:128,  5 gallons makes 645 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.  

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For removing oil and grease, 
mix with water at a 1:128 dilution rate (pH 11.5 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat 
stubborn areas with a concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-734.0 5 gal 49 Ib. 12.5 x 12.5 x 15 Yes

9.803-739.0 55 gal 515 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Red-orange

Scent: None

Foam 1-5: 3 = Medium

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 13.48

pH at Use Dilution (1:128 Ratio): 11.53

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment C

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.



Fleet Interior Tank Cleaner
Fleet Interior Tank Cleaner is a highly concentrated and 
effective cleaner for the interior of tanks and vessels. This 
powerful formula can cut through many layers of soil with 
high pressure washing and soaking, eliminating the need 
to enter the tank. It is extremely effective in removing the 
most difficult-to-clean oil, grease and hydrocarbon-based 
deposits. Do not use on aluminum, magnesium, galvanized 
metal or fine painted surfaces. It is safe to use through a 
pressure washer and does not damage the high-pressure 
pump. This formula is phosphate-free and outperforms 
most competitive phosphate products.

Benefits

� Reduce or Eliminate Brushing/Scraping

� Environmentally Friendly – Phosphate-Free

� NSF Registered Category Code A2 for use in Federally 
Inspected Food Handling Areas

Dilution Ratio: 1:30,  5 gallons makes 155 gallons

To Apply: Spray diluted solution on surface and allow to 
penetrate, but not dry. Apply detergent from the bottom up and 
rinse from the top down.  

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet 
thoroughly before using this product. For general use, mix with 
water at a 1:30 dilution rate (pH 13.0 at dilution). For heavy 
duty cleaning, mix at 1:10. Less detergent is needed when 
applied with a hot water pressure washer.  Rinse food contact 
surfaces thoroughly with potable water after cleaning.

Technical Data

Color: Straw

Scent: None

Foam 1-5: 3 = Medium

Reaction in Hard Water 1-5: 4 = Good

pH at Full Strength: 13.7

pH at Use Dilution (1:30 Ratio): 13.0

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-736.0 5 gal 55 Ib. 12.5 x 12.5 x 15 Yes

9.803-779.0 55 gal 590 lb. 23.5 x 23.5 x 35 No

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment C

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

NSF: Registered Category Code A2 for use in Federally Inspected 
Food Handling Areas. NSF Registration No. 154515. This product is 
acceptable for use as a cleaner for use in soak tanks or with steam 
or mechanical cleaning devices (A2) in and around food processing 
areas, where its use is not intended for direct food contact.  Use of 
this product in food processing or handling facilities requires that 
all food products and packaging materials be removed or protected 
prior to product use.  A potable water rinse of cleaned surfaces is 
required after use of this product.  When used according to 
manufacturer’s instructions, the cleaner shall neither exhibit a 
noticeable odor nor leave a visible residue

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.16% California Consumer Products 
VOC at 1:10 ratio.



Fleet Machine and Heavy 
Equipment Degreaser
Fleet Machine and Heavy Equipment Detergent is an extra-
strong cleaner and degreaser that is ideal for cleaning heavy 
equipment, over-the-road vehicles and off-road machinery. 
It is especially effective cleaning exhaust stains, road grime 
and heavy deposits of dirt and oil. Fleet Machine and Heavy 
Equipment Detergent is phosphate-free and outperforms 
competitive phosphate products. This powerful formula is 
not recommended for use on fine auto finishes, aluminum, 
magnesium and galvanized metal.

Benefits

� Cleans Heavy Soil

� Environmentally Friendly – Phosphate-Free

� Works in Hard Water Conditions

Dilution Ratio: 1:50, 5 gallons makes 255 gallons

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:50 dilution rate (pH 11.8 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with 
a concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.916-134.0 5 gal 51 Ib. 12.5 x 12.5 x 15 No

8.916-140.0 55 gal 526 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Dark Brown

Scent: None

Foam 1-5: 5 = High

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 13.3

pH at Use Dilution (1:150 Ratio): 11.8

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment C

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.



Fleet Trailer Cleaner
Fleet Trailer Cleaner is a concentrated, non-etching, acid-based 
detergent formulated to quickly penetrate and remove grease, 
grime, dirt, road film and welding smut from polished aluminum 
and stainless steel surfaces. It shines aluminum and stainless steel 
by removing the oxidation that dulls those surfaces.

Benefits

� Combination Cleaner and Brightener

� Use on Aluminum and Stainless Steel

� Restore Shine

Dilution Ratio: Ready To Use

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet 
thoroughly before using this product. Apply undiluted using a 
low pressure sprayer (pH 1.1 as is). Then rinse with a hot or cold 
water pressure washer from the bottom up followed by a final 
rinse from the top down. Never apply Fleet Trailer Cleaner to a 
hot surface. 

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-748.0 5 gal 49 Ib. 12.5 x 12.5 x 15 No

9.803-749.0 55 gal 514 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Clear

Scent: Lemon

Foam 1-5: 3 = Medium

Reaction in Hard Water 1-5: 4 = Good

pH at Full Strength: 1.12

pH at Use Dilution : N/.A

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 1.0% California Consumer Products VOC.



Fleet Wash Detergent
Fleet Wash Detergent is a mild detergent designed for exterior 
cleaning of trucks, buses, equipment and implements. This 
special emulsifying formula contains high-powered cleaning 
agents that are effective on grease, road film and smoke trails. 
It is excellent as a pre-spray for cleaning engines, whitewall 
tires, and vinyl and metal tops. Fleet Wash Detergent is 
phosphate-free and outperforms most competitive phosphate 
products.  It is safe to use through a pressure washer. Fleet 
Wash Detergent can be used on polished aluminum, stainless 
steel, glass, plastic, and painted surfaces.

Benefits







Safe on Aluminum
Safe on Painted Surfaces
Environmentally Friendly – Phosphate-Free

Dilution Ratio: 1:150, 5 gallons makes 755 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down. Always read the Safety Data Sheet.

Directions: INDUSTRIAL USE ONLY. For general use, mix with water at a 1:150 dilution rate (pH 10.4 at dilution). Adjust dilution 
depending on severity of cleaning situation. Pre-treat stubborn areas with a concentrated solution. Less detergent is needed when 
applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-724.0 5 gal 49 Ib. 12.5 x 12.5 x 15 No

9.803-754.0 55 gal 510 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Kelly Green

Scent: Fresh

Foam 1-5: 5 = High

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 12.94

pH at Use Dilution (1:150 Ratio): 10.42

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment C

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac. 
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.02% California Consumer Products 
VOC at 1:150 dilution.



Fleet Wash Solvent Detergent
Fleet Wash Solvent Detergent adds the cleaning properties 
of solvents to boost cleaning capability in order to remove 
heavy, petroleum-based soils. This Citrus-based solvent helps 
break down tough soils for fast, efficient removal, saving time 
and energy. It has the ability to penetrate and break down 
baked-on hydrocarbon-based soils, such as exhaust trails and 
carbonized grease, yet is safe on most surfaces.

Benefits

�

�

�

Contains the Power of Citrus-Based Solvent

Environmentally Friendly – Phosphate-Free

Better Results for Removing Petroleum-Based Soils/Grease

Dilution Ratio: 1:100, 5 gallons makes 505 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:128 (1 oz. per gallon) dilution rate (pH 9.6 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat 
stubborn areas with a concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions 
(L x W x H) inches

Ship 
UPS

9.803-740.0 5 gal 46 Ib. 12.5 x 12.5 x 15 Yes

9.803-741.0 55 gal 475 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Light yellow

Scent: Citrus

Foam 1-5: 3 = Medium 

Reaction in Hard Water 1-5: 1 = Poor

pH at Full Strength: 9.5

pH at Use Dilution (1:100 Ratio): 8.8

Safety

HMIS Safety Rating: Health 1

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.8% California Consumer Products VOC 
at 1:20 ratio.



General Purpose Cleaner
General Purpose Cleaner is a blend of ingredients formulated 
to provide a low-foaming detergent for safe removal of dirt 
and grime off a broad range of surfaces. It is formulated 
to pass through a pressure washer without damaging the 
high-pressure pump. General Purpose Cleaner is safe to use 
on aluminum, stainless steel, glass, plastic, paint and fine 
automotive finishes.  As a general-purpose cleaner, this 
formula is ideal for power washing around a home or shop, 
including exterior walls, decks, driveways, and roofs. It is also 
effective in cleaning machinery, equipment, cars, RVs, and 
trucks. It is safe for cleaning indoors or outdoors.

Benefits

�

�

�

Multiple Uses

Environmentally Friendly – Phosphate Free

Works Well in Hard Water

Dilution Ratio: 1:128, 5 gallons makes 655 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:128 (1 oz. per gallon) dilution rate (pH 9.6 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat 
stubborn areas with a concentrated solution. Less detergent is needed when applied with a hot water pressure washer. 

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-789.0 5 gal 50 lbs 12.5 x 12.5 x 15 Yes

9.803-791.0 55 gal 513 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: Purple

Scent: Slight Detergent

Foam 1-5: 1 = Low

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 10.2

pH at Use Dilution (1:100 Ratio): 9.6

Safety

HMIS Safety Rating: Health 1

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC at 
1:128 ratio.



Heavy Duty Brown Degreaser
Heavy Duty Brown Degreaser is an aggressive detergent 
used to clean machinery and equipment to remove heavy 
daily debris of oil, light grease, sand, mud and road film. This 
detergent is safe to use on most heavy equipment however, 
due to its strength to handle heavy soils, it should not be used 
on aluminum, magnesium or fine paint finishes. 

Benefits

�

�

�

Industrial Strength

Superior Grease and Oil Removal

Environmentally Friendly – Phosphate Free

Dilution Ratio: 1:50, 5 gallons makes 255 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 50:1 dilution rate (pH 11.8 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with a 
concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.698-148.0 5 gal 50 lbs 12.5 x 12.5 x 15 Yes

8.698-149.0 55 gal 524 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: Dark Brown

Scent: None

Foam 1-5: 5 = High

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 13.3

pH at Use Dilution (1:50 Ratio): 11.8

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.



Heavy Duty Degreaser 
Heavy Duty Degreaser is an industrial strength degreaser 
for cleaning heavy oils and greases, carbon, lubricants 
and hydraulic fluids found in industrial and manufacturing 
environments.  Heavy Duty Degreaser is formulated to pass 
through a pressure washer without damaging the high-
pressure pump or heating coil.  It is also safe to use on 
aluminum, stainless steel, glass, plastic and concrete.  Heavy 
Duty Degrease is phosphate-free and outperforms competitive 
phosphate formula products.

Benefits

�

�

�

Industrial strength

Cuts through heavy grease, fast

Environmentally Friendly - Phosphate Free

Dilution Ratio: 1:128, 5 gallons makes 645 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:128 dilution rate (pH 11.5 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with 
a concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.698-154.0 5 gal 50 lbs 12.5 x 12.5 x 15 No

8.698-155.0 55 gal 515 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: Red-orange

Scent: None

Foam 1-5: 3 = Medium

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 13.48

pH at Use Dilution (1:128 Ratio): 11.53

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment C

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.



Heavy Equipment Detergent
Heavy Equipment Detergent is an effective, safe detergent that 
can be used on any surface. It is excellent as a pre-spray for 
softening and breaking up dried on or baked on soils like mud, 
bugs, greasy film, diesel fuel, lubricants. Excellent foaming 
capability. It is safe to use through a pressure washer and can 
be used on polished aluminum, stainless steel, glass, plastic, 
paint. Heavy Equipment Detergent is phosphate-free and 
outperforms most competitive phosphate products.

Benefits

�

�

�

Penetrates and Loosens Soils Fast

Works in Hot or Cold Water

Environmentally Friendly – Phosphate Free

Dilution Ratio: 1:150, 5 gallons makes 755 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water at 
a 1:150 dilution rate (pH 10.4 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with a 
concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.698-150.0 5 gal 48 lbs 12.5 x 12.5 x 15 No

8.698-151.0 55 gal 508 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: Kelly Green

Scent: Fresh

Foam 1-5: 5 = High

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 12.9

pH at Use Dilution (1:100 Ratio): 10.42

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment C

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.



Hood and Duct Degreaser
Hood and Duct Degreaser is specifically designed to remove the dangerous 
build-up of grease in exhaust hoods of food cooking establishments. Through 
a hot water pressure washer, fast effective removal restores hood and ducts 
to a clean, safe result. Hood and Duct Degreaser can be used to pressure 
wash foodservice grills, fryers, broilers and ovens as well. Routine cleaning 
is required in most cities and states, as well as the insurance industry.

Benefits

� Fast Removal of Dangerous Grease Build-Up 

� NSF Registered Category Code A2 for use in Federally Inspected Food 
Handling Areas

	� Environmentally Friendly – Phosphate-Free

Dilution Ratio: 1:30, 5 gallons makes 155 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not 
dry. Apply detergent from the bottom up and rinse from the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water at 
a 1:150 dilution rate (pH 10.4 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with a 
concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.698-199.0 5 gal 55 Ib. 12.5 x 12.5 x 15 No

8.698-200.0 55 gal 590 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Straw

Scent: None

Foam 1-5: 3 = Medium 

Reaction in Hard Water 1-5: 4 = Good

pH at Full Strength: 13.7

pH at Use Dilution (1:30 Ratio): 13.0

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment C

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.16% California Consumer Products 
VOC at 1:10 ratio.

SF Registered Category Code: A2 for use in Federally Inspected 
Food Handling Areas. NSF Registration No. 154515. This product is 
acceptable for use as a cleaner for use in soak tanks or with steam 
or mechanical cleaning devices (A2) in and around food processing 
areas, where its use is not intended for direct food contact.  Use of 
this product in food processing or handling facilities requires that 
all food products and packaging materials be removed or protected 
prior to product use.  A potable water rinse of cleaned surfaces is 
required after use of this product.  When used according to 
manufacturer’s instructions, the cleaner shall neither exhibit a 
noticeable odor nor leave a visible residue.



Industrial Grease & Carbon Remover
Industrial Grease and Carbon Remover is a heavy-duty degreaser that 
quickly penetrates and cleans grime, oil and grease in a variety of 
applications, including vehicles, equipment, RVs, drilling rigs, trucks and 
other structures. This highly-concentrated blend is formulated to wet, 
penetrate and suspend soil, oils and grease and yet is safe to use indoors 
or outdoors on virtually every surface, including aluminum, stainless 
steel, glass, plastic, and painted surfaces. This formula is phosphate-free 
and outperforms competitive phosphate products. Industrial Grease 
and Carbon Remover is formulated to pass through a pressure washer 
without damaging the high-pressure pump and is safe to be applied by a 
pressure washer.

Benefits

�

�

�

Safe to Use on Most Surfaces 

Excellent Grease and Oil Removal

Environmentally Friendly – Phosphate-Free

Dilution Ratio: 1:100, 5 gallons makes 505 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:100 dilution rate (pH 12.4 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with 
a concentrated solution. Less detergent is needed when applied with a hot water pressure.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-732.0 5 gal 50 Ib. 12.5 x 12.5 x 15 No

9.803-772.0 55 gal 520 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Slate Blue

Scent: None

Foam 1-5: 1 = Low

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 13.7

pH at Use Dilution (1:100 Ratio): 12.4

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment D

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.



Industrial Oil & Grease Remover
Industrial Oil and Grease Remover is designed to work on 
petroleum-based oils and greases typically found in factories, 
such as cutting oils, lubricants and metal coatings.  This product 
is designed to quickly break up the oils and suspend them in 
order to rinse easily and prevent them from re-depositing.  
The result is an oil/grease-free surface.  Industrial Oil and  
Grease Remover is engineered to pass through a pressure  
washer without damaging the high-pressure pump. It is safe  
to use on aluminum, stainless steel, concrete, glass, plastic  
and painted surfaces.

Benefits

�

�

�

Industrial Strength

Fast and Complete Removal

Environmentally Friendly – Phosphate-Free

Dilution Ratio: 1:150, 5 gallons makes 755 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:150 dilution rate (pH 10.4 at dilution). Adjust dilution depending on severity of cleaning situation. Pre-treat stubborn areas with 
a concentrated solution. Less detergent is needed when applied with hot water.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.698-156.0 5 gal 50 Ib. 12.5 x 12.5 x 15 Yes

8.698-157.0 55 gal 525 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Slate Yellow

Scent: Citrus

Foam 1-5: 5 = High

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 12.3

pH at Use Dilution (1:150 Ratio): 10.4

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0% California Consumer Products VOC.



Ice Breaker Freezer Cleaner
A fast-acting, highly efficient cleaner / degreaser, specially 
formulated for cleaning frozen food and cold storage areas 
where conventional products would freeze. Penetrates, 
dissolves and suspends dirt, grime, fats and grease while 
freezer equipment is still operating. Safe on cleaning 
concrete, quarry tile, ceramic and metal surfaces.

Benefits

� Effective In A Large Temperature Range 
- Can be used down to -45ºF (-43ºC)

� Multi-Surface Use 
-
-

Safe on concrete, quarry tile, ceramic and metal surfaces
Floors, shelving, walls

� Many Application Methods 
-
-
-
-

Automatic  floor scrubber
Mop and bucket
Brush, squeegee and wet vacuum
Scrub and wipe

� Fast Acting And Reduces Downtime 
-  Clean animal fats, general dirt / soil and forklift tire

marks in one application

Use dilution based on freezer temperature:

% SOLUTION IN 
WATER

DILUTION RATIO 
(Concentrate: Water)

LOW TEMPERATURE 
RATING

100% Concentrate Concentrate -45ºF -43ºC 

75% 3:1 -29ºF -34ºC 

67% 2:1 -8ºF -22ºC

50% 1:1 7ºF -14ºC

25% 1:3  18ºF -8ºC

17% 1:5  25ºF -4ºC

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.759-330.0 4x1 gal 37 lb. 13 x 13 x 13 Yes

8.759-329.0 5 gal 47 lb. 12 Diameter x 15 Yes

8.759-328.0 55 gal 550 lb. x 23.5 x 3523.5 No

Technical Data

Color: Clear blue liquid

Scent: No fragrance

Foam 1-5: 1 = Low

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 11.9

Density (lbs/gal): 9.05

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 0

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment X

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

http://www.karcher.com/us


Professional Multi-Purpose 
& Daily Cleaner
Kärcher Professional Multi-Purpose & Daily Cleaner quickly cuts 
through grease, grime and dirt. This highly versatile product can 
be used on a wide range of surface types including tile, plastics, 
laminate, and stainless steel. It is powerful yet gentle enough for 
use as a daily cleaner.

Karcher Professional Multi-Purpose Cleaner is also designed 
to be used to clean and prepare hard surfaces prior to a 
disinfection step. It is the first step of an EPA-recommended  
two-step process for complete cleaning and disinfecting. 
Especially when confronted by gross soils, precleaning is 
required. Formulated to be compatible with many products 
and designed to prepare hard surfaces prior to disinfection.  
To maintain the highest level of sanitation, clean then disinfect.

Benefits

�

�

�

Cuts through grease, grime and dirt

Can be used on a wide range of surfaces

Powerful for tough challenges yet gentle enough for daily use

Dilution Ratio: Ready to use 

To Apply: Use as first step of an EPA-recommended two-step process for complete cleaning and disinfecting.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.759-332.0 12x1qt 30 lb. 16 x 9 x 12 Yes

8.759-331.0 4x1gal 36 lb. 13 x 13 x 13 Yes

Technical Data

Color: Colorless

Scent: No fragrance

Foam 1-5: 2 = Low

Reaction in Hard Water 1-5: 3 = Good

pH at Full Strength: 10.8

Density (lbs/gal): 8.42
Safety

HMIS Safety Rating: Health 0

HMIS Safety Rating: Flammability 0

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment A

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.000% California Consumer Products



Tire Mark Remover 
and Pre-Soak
Kärcher Tire Mark Remover eliminates stubborn 
rubber marks quickly and is a ready-to-use, spray and 
wipe / pre-spray cleaner with synergistic solvent power. 
This cleaner has been specifically formulated to remove 
rubber tire marks on floors and other hard surfaces. 
Kärcher Tire Mark Remover also removes greasy soils 
and marks on most washable surfaces, including those 
listed below.

Benefits

	� Removes Stubborn Marks 
- Tire marks
- Rubber scuff and abrasion marks
- Adhesive tape residue
- Greasy soils
- Crayon marks
- Lipstick
- Smoke film
- Various graffiti on walls

	� Many Application Methods 
- Automatic floor scrubber
- Scrub pad, mop and bucket
- Brush, squeegee and wet vacuum
- Scrub and wipe

	� Makes Floor Cleaning Easier And Promotes 
A Neat Uniform Appearance 
- 	�Ready to use or can be diluted up to 1:25

for lighter duty applications

Dilution Ratio: Ready to use or can be diluted up to 1:25 for 
lighter duty applications

To Apply: Apply liberally and allow to work several minutes 
for best results. Use “grit” type brushes on your auto scrubber 
to enhance cleaning on unfinished concrete and other industrial 
floors. Overlap your cleaning passes to assure uniform 
cleaning and “double scrub” when heavy soil is present.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.759-327.0 12x1qt 30 lb. 16 x 9 x 12 Yes

8.759-326.0 4x1gal 36 lb. 13 x 13 x 13 Yes

8.759-325.0 55 gal 550 lb. 23.5 x 23.5 x 35 No

Technical Data

Color: Clear yellow liquid

Scent: Citrus

Foam 1-5: 1 = Low

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 12.0-12.8

Density (lbs/gal): 8.55

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 0

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment X

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.



Metal Paint & Prep Phosphatizer
Metal Paint and Prep Phosphatizer is a complete and economical 
phosphatizing agent for the phosphatizing of iron and steel 
parts prior to painting.  Effective in spray, dip and wipe-on 
applications. Metal Paint and Prep Phosphatizer works well in 
hard or soft water and rinses completely.

Benefits

�

�

�

Spray, Dip or Wipe Application

Excellent Paint Preparation

Rinse Easily and Completely 

Dilution Ratio: 0.25 – 2 oz. per gallon, 5 gallons makes 2,565 gallons

To Apply: Apply using a pressure washer, dip tank or by hand application. Rinse thoroughly with water.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. Use 1/4 ounce to 2 ounces per 
gallon of 120 to 180°F water (pH 6.6 at dilution), depending on the method of application, the weight of the coating desired and the 
temperature.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.698-197.0 5 gal 51 lb. 12.5 x 12.5 x 15 Yes

8.698-198.0 55 gal 535 lb. 23.5 x 23.5 x 35 NO

Technical Data

Color: Colorless

Scent: Detergent - solvent

Foam 1-5: 1 = Low

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 3.1

pH at Use Dilution (0.25 – 2 oz per gallon): 6.6

Safety

HMIS Safety Rating: Health 1

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: In accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.03% California Consumer Products 
VOC at 2 oz. / gal.



Neutral Floor Cleaner
Formulated for everyday floor cleaning of resilient tile, hard 
finished floors, polished stone and polished concrete floors. 
No-rinse formula is designed to remove soil and leave a 
streak-free finish. Developed for floor scrubber machines, 
this neutral pH formula is non-foaming, phosphate-free and 
contains ingredients that protect the machine from scale 
and contaminants.

Benefits

	� Concentrated for Economical Use Cost

	� Safe for Finished Floors and Resilient Tile

	� Environmentally Friendly – Phosphate Free

Dilution Ratio: 1 to 2 ounces per gallon, 
1 gal makes 129 gallons,
5 gallons makes 645 gallons

NEW

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For routine daily 
floor cleaning, use 1 fluid ounce of product per gallon. (pH 7.8 at dilution) For heavier soil accumulations, use up to 2 
ounces per gallon.

Product Information 
Part No. Size Gross weight Dimensions 

(L x W x H) inches
Ship UPS

8.698-102.0 4 X 1 gal 34 lbs 12 x 12 x 12 Yes

8.698-103.0 5 gal 43 lbs 12.5 x 12.5 x 15 Yes

8.698-104.0 55 gal 467 lbs 23.5 x 23.5 x 35 No

Technical Data

   Color: Light yellow

   Scent: Solvent

   Foam 1-5: 1 = Low

   Reaction in Hard Water 1-5: 4 = Good

   pH at Full Strength: 7.9

   pH at Use Dilution (1 oz / gallon): 7.8

Safety

HMIS Safety Rating: Health 1

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac. For 
emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified for use year round, not including Passover.

Smog & Ozone in accordance with AQMD Rule 102, this product contains 0% 
photochemically reactive ingredients to contribute to smog or attack the 
earth’s ozone layer.

VOC. This product contains 0% California Consumer Products VOC at 
2 oz / gallon.



Pump and Coil Protectant RTU 
(RM 110)

Pump and Coil Protectant is a multi-component product made 
from heat-resistant organic and inorganic salts. Its stabilizing 
action on the minerals which cause hardness in water, is based 
on its ability to impede the growth of mineral deposits.

Benefits

� Prevents Mineral Scale Build-Up

� Extends Equipment Life

� Environmentally Friendly – Phosphate Free

Dilution Ratio: 1:1

Directions: INDUSTRIAL USE ONLY. Read the safety data sheet 
thoroughly before using this product. Use only as directed. Do 
not use on animals. Flush any food contact surfaces with plenty 
of potable fresh water.

� For units with an output of 2.1 - 3.5 GPM, set pulse 
generator at 32-55 seconds

� For units with an output of 3.5 - 5.3 GPM, set pulse 
generator at 10-50 seconds

Measure water hardness or obtain from local water supplier and 
set service switch as instructed below.

ppm °dH Service Switch

<0.2 <3 OFF

0.2-0.4 3-7 1

0.4-0.8 7-14 2

0. -1.2 14-21 3

>1.2 >21 4

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

8.698-058.0 12 x 1 qt 29 lbs 13.75 x 10.25 x 10.75 Yes

9.556-111.0 4 x 1 gal 34 lbs 12 x 12 x 12 Yes

9.556-011.0 5 gal 45 lbs 12.5 x 12.5 x 15 Yes

Pump and Coil Protectant Concentrate — makes 55 gallons

9.556-010.0 5 gal 50 lbs 12.5 x 12.5 x 15 Yes

Technical Data

Color: Amber

Scent: None

Foam 1-5: None

Reaction in Hard Water 1-5: 5 = Best

pH at Full Strength: 7.3

Safety

HMIS Safety Rating: Health 1

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC:  This product contains 0% California Consumer Products VOC.



Quick Release Detergent
Quick Release Detergent is a concentrated heavy duty vehicle 
wash formulated to quickly and effectively remove dirt, grime, 
grease and road film from vehicles. It is ideal for vehicle 
wash facilities where it can be used on tractor-trailers, heavy 
equipment, RVs, trucks, and autos. Quick Release Detergent 
is formulated to pass through a pressure washer without 
damaging the high-pressure pump and has an oil-water quick-
release surfactant making it ideally suited for use with water 
treatment systems.

Benefits

�

�

�

Safe for Use in Recycling / Separator Systems

Use in Hot or Cold Water

Environmentally Friendly – Phosphate Free

Dilution Ratio: 1:100, 5 gallons makes 505 gallons

To Apply: Spray diluted solution on surface and allow to penetrate, but not dry. Apply detergent from the bottom up and rinse from 
the top down.

Directions: INDUSTRIAL USE ONLY. Read the Safety Data Sheet thoroughly before using this product. For general use, mix with water 
at a 1:100 dilution rate (pH 10.12 at dilution). Adjust dilution depending on severity of cleaning situation. Pretreat stubborn areas with 
a concentrated solution. Less detergent is needed when applied with a hot water pressure washer.

Product Information 

Part No. Size
Gross 
weight 

Dimensions  
(L x W x H) inches

Ship 
UPS

9.803-720.0 5 gal 50 lbs 12.5 x 12.5 x 15 Yes

9.803-750.0 55 gal 512 lbs 23.5 x 23.5 x 35 No

Technical Data

Color: None

Scent: Slight Solvent

Foam 1-5: 1 = Low

Reaction in Hard Water 1-5: 4 = Good

pH at Full Strength: 12.8

pH at Use Dilution (1:100 Ratio): 10.12

Safety

HMIS Safety Rating: Health 2

HMIS Safety Rating: Flammability 1

HMIS Safety Rating: Reactivity 0

Personal Protective Equipment B

OSHA/WHMIS/GHS-Compliant SDS available, listed with Infotrac.  
For emergency spills call 1-800-535-5053, International 1-352-323-3500.

Certifications

Kosher Certified: Use year round, not including Passover.

Smog & Ozone: in accordance with AQMD Rule 102, this product 
contains 0% photochemically reactive ingredients to contribute to 
smog or attack the earth’s ozone layer.

VOC: This product contains 0.05% California Consumer Products 
VOC at 1:100 ratio.
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